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JUAL Extension pipe 

APPLICATION: 

For extension of JUAL Outlet pipes. 

MATERIALS: 

Fully welded pipe and assembly ring in acid proof stainless steel AISI 316 / EN 1.4401. 

 

O-ring in EPDM rubber. 

JUAL  

EXTENSION PIPE 

 

 

 

 

 

 

 

PRODUCT DESCRIPTION 

 

 

 

 

ARTICLE NUMBERS 
 

  

TYPE EXT. DIA. 300 MM PIPE 600 MM PIPE 

 JUAL Extension pipe Ø50 457050-300 457050-600 

 JUAL Extension pipe Ø63 457063-300 457063-600 

 JUAL Extension pipe Ø75 457075-300 457075-600 

 JUAL Extension pipe Ø90 457090-300 457090-600 

 JUAL Extension pipe Ø110 457110-300 457110-600 

 JUAL Extension pipe Ø125 457125-300 457125-600 

 JUAL Extension pipe Ø145 457145-300 457145-600 

 JUAL Extension pipe Ø160 457160-300 457160-600 

Installation and application must be conducted in accordance with current industry standards. 
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TECHNICAL INFORMATION 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

GENERALLY 

The geometry of the pipe complies with the requirements of standards EN476,  EN1124 and EN1519-1. 

 

 

 DIAMETER 

D1 

 DIAMETER 

D2 

 DIAMETER 

D3 

PIPE LENGTH 

L1 

 SOCKET LENGTH 

L2 

Ø50 Ø53,5 Ø61,7 
300 

70 

600 

Ø63 Ø66,5 Ø75,2 
300 

600 

Ø75 Ø78,5 Ø87,1 
300 

600 

Ø90 Ø93,5 Ø102,1 
300 

600 

Ø110 Ø113,5 Ø122,7 
300 

600 

Ø125 Ø128,5 Ø138,9 
300 

600 

Ø145 Ø148,5 Ø157,5 
300 

600 

80 
Ø160 Ø163,5 Ø173,2 

300 

600 

 

 


